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Comparator Stand
SERIES 215

The Comparator Stands consists of a very 
stable, cast-iron base and an upright column 
with a mounting bracket that features fine 
adjustment. The grid type anvil prevents the 
workpiece from sticking to it.

215-405

215-504

SPECIFICATIONS
Order No. Square anvil size (W x D) Column travel Stem hole Remarks
215-405 110 x 110mm 200mm ø8mm With fine adjustment of 1mm range
215-504 150 x 150mm 250mm ø8mm With fine adjustment over the entire travel
215-505 150 x 150mm 250mm ø8mm, ø20mm With fine adjustment over the entire travel

Optional Accessory
58AAA151: ø8mm bush*
58AAA273: ø9.53mm (3/8”) bush*
58AAA276: ø15mm bush*
*Only available for 215-505.

DIMENSION

Unit: mm
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Heavy Duty Comparator Stand
SERIES 215

The Heavy Duty Comparator Stand has rigid 
construction and fine adjustments, which 
makes the stand suitable as a gaging stand 
for dial indicators, Linear Gages, and probes 
of Mu-Checkers. Its serrated anvil (070673) 
prevents the workpiece from sticking to it.

215-822

SPECIFICATIONS
Order No. Base size (W x D x H) Column travel Stem hole Remarks
215-821 255 x 179 x 64mm 250mm ø8mm With fine adjustment over the entire travel
215-822 255 x 179 x 64mm 250mm ø8mm, ø20mm With fine adjustment over the entire travel

Optional Accessory
58AAA151: ø8mm bush*
58AAA273: ø9.53mm (3/8”) bush*
58AAA276: ø15mm bush*
990015: 101.6 x 101.6mm large square anvil
*Only available for 215-822.

DIMENSION

Unit: mm

990015
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Female Screw Thread Comparator
SERIES 243

Roll Caliper
SERIES 310

FEATURES
• Quick inspection of pitch diameters of 

female screw threads can be done by using 
interchangeable inserts (optional).

FEATURES
• The Roll Calipers is the most widely used 

instrument for checking the diameter 
and crown of rollers which have a great 
influence on many products such as metal, 
robber and paper.

• Performs fast and accurate comparison 
measurements of roller diameter with the 
roller mounted on the machine tool.

• Various types of detectors (dial indicator, 
Digimatic indicator, Mu-Checker gage 
head, etc.) can be attached according to 
the required accuracy and workpiece size.

Optional Accessory
243-800: Interchangeable inserts set for Metric and 

Unified screws
 0.4 - 0.5mm / 64 - 48TPI (243-801)
 0.6 - 0.9mm / 44 - 28TPI (243-802)
 1 - 1.75mm / 24 - 14TPI (243-803)
 2 - 3mm / 13 - 9TPI (243-804)
 3.5 - 5mm / 8 - 5TPI (243-805)
 5.5 - 7mm / 4.5 - 3.5TPI (243-806)
243-810: Interchangeable inserts set for Whitworth 

screws
 60 - 48TPI (243-811)
 48 - 40TPI (243-812)
 40 - 32TPI (243-813)
 32 - 24TPI (243-814)
 24 - 18TPI (243-815)
 18 - 14TPI (243-816)
 14 - 10TPI (243-817)
 10 - 7TPI (243-818)
 7 - 4.5TPI (243-819)
 4.5 - 3.5TPI (243-820)

243-102
(including dial indicator)

SPECIFICATIONS
Metric

Range Order No. Graduation Probe depth Measuring force
25 - 100mm 243-101 0.01mm 20mm 7N±1N
25 - 200mm 243-102 0.01mm 25mm 7N±1N
25 - 300mm 243-103 0.01mm 30mm 7N±1N

Range A B C
25 - 100mm 265 185 35
25 - 200mm 365 285 40
25 - 300mm 465 385 45

Application

SPECIFICATIONS
Metric

Range Order No.
ø500 - ø1400mm 310-131
ø400 - ø1050mm 310-132
ø275 - ø825mm 310-133
ø200 - ø600mm 310-134
ø100 - ø450mm 310-135

Inch

Range Order No.
ø20” - ø56” 310-141
ø16” - ø42” 310-142
ø11” - ø32” 310-143
ø8” - ø24” 310-144
ø4” - ø17” 310-145

310-132
with optional dial indicator

• Adjustable measuring jaws for a wide 
range of I.D. comparison measurements.

DIMENSION

Unit: mm
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Dial Tension Gage
SERIES 546

DIMENSION

V-Block Set
SERIES 181

FEATURES
• Can measure dynamic tension in Newton 

(N) units.
• Dial Tension Gages are widely used to 

determine the contact force of other 
measuring instruments as well as that of 
electrical relays, micro-switches, valves and 
precision springs.

• Convenient peak-hold type gages are also 
available.

FEATURES
• Two V-blocks per set.
• Magnetic type is available. (The magnetic 

type V-block is not provided with a 
workpiece clamp.)

546-112
Standard type

546-119
Standard type

546-137
Peak hold type

Application
Measuring contact force of relay

SPECIFICATIONS
Standard

Minimum reading Order No. Range
2mN 546-112 6mN - 50mN
5mN 546-113 10mN - 100mN
10mN 546-114 30mN - 300mN
0.02N 546-115 0.06N - 0.5N
0.05N 546-116 0.1N - 1N
0.05N 546-117 0.15N - 1.5N
0.1N 546-118 0.3N - 3N
0.2N 546-119 0.6N - 5N

Peak hold

Graduation Order No. Range
5mN 546-133 10mN - 100mN
10mN 546-134 30mN - 300mN
0.02N 546-135 0.06N - 0.5N
0.05N 546-136 0.1N - 1N
0.05N 546-137 0.15N - 1.5N
0.1N 546-138 0.3N - 3N
0.2N 546-139 0.6N - 5N

SPECIFICATIONS
Metric

Max. workpiece dia. Order No. Remarks
25mm 181-902 With clamp

Inch

Max. workpiece dia. Order No. Remarks
1” 181-901 With clamp

Unit: mm

DIMENSION

Unit: mm




